
 

On 
Off 

EVENT BUFFER 

OPERATORS AND USERS 

DATA LOGGER OPTIONS 

SERIAL COMMUNICATION 

DECODERS 

OPERATOR LOG ON 

 
Display Users 
use  keys to 
select user. 

Display Operators 
use  keys to  
select operator. 

Delete User 

Name Search 

Jump to User No. 

Add New User 

Edit User 

Code Search 

Delete Operator 

Add New Operator 

Edit Operator 

E 

Select Decoder 
using  keys. 
E to reprogram. 

DISPLAY USERS 

DISPLAY OPERATORS 

REPROGRAM DECODER 

UPLOAD FROM DECODER 

DECODER SETTINGS 

Select Decoder 
using  keys. 
E to start upload. 

Select Decoder 
using  keys. 

Selection: 
- None 
- Hardware 
- Xon/Xoff 

FLOW CONTROL 

BAUD RATE 

CONNECTED DEVICE 

Selection: 
- 300 
- 600 
- 1200 
- 2400 
- 4800 
- 9600 

Selection: 
- Printer 
- Printer Continuous 
- Computer 

PRINTOUT WIDTH 
Selection: 
- 22 Columns 
- 42 Columns 

Edit: 
Name 
Management Code 
Model Type 
Decoder Settings 

Buffer Displayed: 
use  keys to view 
earlier/later events. 

DISPLAY EVENTS 

PRINT EVENTS 
(Printer or Printer Continuous 
modes only) 

PRINT BETWEEN DATES 

PRINT NEW EVENTS 

PRINT EVENTS BY NAME 

PRINT SYSTEM EVENTS 

Jump to Date: 
Enter date and E to 
jump. 

Name Search: 
Enter name and E 
to search. 

System event search: 
- 1M Lockout 
- Door Forced 
- DOTL 
- Egress 
- Invalid Code 
- Off Line 
- On Line 
- Power Up 
- Reset All 
- System On 

Search again 
forwards. 

Search again 
backwards. 

SET TIME AND DATE 

DATE FORMAT 

SHOW EVENTS WHEN OFF 

SELECT EVENTS LOGGED 

OVERWRITE WARNING 

EDIT LOGO 

BEEP ON KEY PRESS 

Enter New Time, Date 
and Day of week. 

Selection: 
- DD/MM/YY 
- MM/DD/YY 
- YY/MM/DD 

Selection: 
- No 
- Yes 

Select Events Logged: 
- Door Forced 
- DOTL 
- Egress 
- Invalid Codes 
- 1M Lockout 

Selection: 
- No 
- Yes 

Enter 20 character logo 
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NOTES 
 
1. If the On/Off key is pressed while 

setting any data, the new data will not 
be retained and the data logger will 
turn off. 

 
2. When the Esc key is pressed during a 

data entry operation, the original data 
is restored and the data logger returns 
to the previous menu. 

 
3. If no key is pressed for 5 minutes the 

data logger automatically turns off. 
 
 
 
OPERATOR LEVELS 
Level 1 
 Access to all menu items shown. 
 
Level 2 
 Access to all menu items except 

SETUP DECODERS and SERIAL 
COMMUNICATION menus. 

 
Level 3 
 Access only to EVENT BUFFER and 

own code in DISPLAY OPERATORS. 

PRESCO DATA LOGGER MENU SYSTEM 
for PACDL Revision 4 
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2 

1 

2.1 

2.1.3 

2.1.2 

2.1.1 

2.2 

2.1.6 

2.1.5 

2.1.4 

2.2.3 

2.2.2 

2.2.1 

1.1.3 

1.1.2 

1.1.1 

1.2.1 
1.2 

1.1 

1.2.4 

1.2.3 

1.2.2 

1.1.4 

1.1.4 

5.1 

5.2 

5.3 

5.4 

4.3 

4.2 

3.2 

3.1 

4.1 

3.3 

3.4 

3.5 

3.6 

3.7 Selection: 
- Yes 
- No 

Search again 

Esc  2.1.7 
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